
Recommended Flooring Types by Area – Assembly 
 

1. General Assembly Space 
 

RECOMMENDED FLOORING:   Epoxy or Urethane Coatings 

- Seamless 
- Chemical resistant 
- Durable under foot and cart traffic 
- Easy to clean 

 
2. Precision Assembly or Clean Areas 
 
RECOMMENDED FLOORING:   ESD (Electrostatic Dissipative) Epoxy Flooring, Neat System 

- Static control for sensitive equipment 
- Smooth and seamless to prevent dust buildup 

 
3. Wet Process Areas or Areas with Frequent Washdowns 
 
RECOMMENDED FLOORING:   Urethane Cement Systems 
 

- Moisture tolerance 
- Thermal shock resistance 
- Anti-slip texture 
- Sanitary finish 

 
4. Heavy Equipment Zones 
RECOMMENDED FLOORING:   High-Build Epoxy with Quartz or Aggregate Reinforcement 

- Abrasion and impact resistance 
- Load-bearing capacity 
- Long service life 

 
5. Walkways and Safety Zones 
RECOMMENDED FLOORING:   Color-Coded Epoxy or Flake Epoxy 

- Visual demarcation 
- Slip resistance 
- Fast installation and curing time 

 
6. Packaging or Shipping Prep Areas 

RECOMMENDED FLOORING:   Epoxy with Polyaspartic Topcoat, Stained Concrete, Polished 
Concrete, Sealed Concrete 

- UV resistance 
- Wear resistance 
- Aesthetic finish 

 

 


